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NOTES 1.	THIS DRAWING IS TO BE READ IN CONJUNCTION WITH NETWORK STANDARD 114. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH NETWORK STANDARD 114. 2.	THIS DRAWING SHOWS PREFERRED EQUIPMENT LOCATIONS ONLY. FOR CABLING CONNECTIONS THIS DRAWING SHOWS PREFERRED EQUIPMENT LOCATIONS ONLY. FOR CABLING CONNECTIONS REFER TO THE DRAWINGS LISTED IN THE REFERENCE DRAWING TABLE. 3.	EQUIPMENT IS TO BE MOUNTED IN THE LOWER LEVEL OF THE PERSONNEL ACCESS CHAMBER AS EQUIPMENT IS TO BE MOUNTED IN THE LOWER LEVEL OF THE PERSONNEL ACCESS CHAMBER AS PER THE CONFIGURATIONS SHOWN. THE LOCATION OF THE EQUIPMENT AREA WITHIN THE ACCESS CHAMBER IS TO SUIT THE SUBSTATION CONFIGURATION. 4.	IT IS PREFERABLE NOT TO CONFIGURE SUBSTATION ACCESS CHAMBERS SO AS TO ALLOW THE IT IS PREFERABLE NOT TO CONFIGURE SUBSTATION ACCESS CHAMBERS SO AS TO ALLOW THE PASSAGE OF SMALL EQUIPMENT  PAST THIS EQUIPMENT. HOWEVER IF THIS IS UNAVOIDABLE, THE 1500mm CLEARANCE IN FRONT OF EQUIPMENT MUST BE INCREASED. 5.	PILOT CABLES ARE TO BE FIXED DIRECTLY TO WALLS WITH SUITABLE CABLE CLEATS. PILOT CABLES ARE TO BE FIXED DIRECTLY TO WALLS WITH SUITABLE CABLE CLEATS. 6.	SIGNAL CABLES ARE TO BE RUN TO EQUIPMENT BOXES VIA PVC TROUGHING AND FLEXIBLE SIGNAL CABLES ARE TO BE RUN TO EQUIPMENT BOXES VIA PVC TROUGHING AND FLEXIBLE CONDUIT. 7.	LADDERS AND DOORS SWINGS MUST NOT ENCROACH INTO THE AREA DESIGNATED TO BE KEPT LADDERS AND DOORS SWINGS MUST NOT ENCROACH INTO THE AREA DESIGNATED TO BE KEPT CLEAR. 8.	THE SPARE FIBRE OPTIC CABLE IS TO BE COLLECTED IN A LOOP WHICH IS TO BE MOUNTED ON THE THE SPARE FIBRE OPTIC CABLE IS TO BE COLLECTED IN A LOOP WHICH IS TO BE MOUNTED ON THE WALL AROUND THE ECTU BOX. 9.	WALLS ARE NOT TO BE DRILLED FOR CABLE ACCESS INTO THE SUBSTATION CHAMBER. CABLES WALLS ARE NOT TO BE DRILLED FOR CABLE ACCESS INTO THE SUBSTATION CHAMBER. CABLES ARE TO BE RUN IN THE CONDUITS PROVIDED WITHIN THE FLOOR. 10.	FLOOR PLATE IS TO BE CUT ON SITE TO ALLOW THE PASSAGE OF CABLES.FLOOR PLATE IS TO BE CUT ON SITE TO ALLOW THE PASSAGE OF CABLES.
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1. EQUIPMENT ARRANGEMENT & TROUGHING POSITION ALTERED. MOUNTING OPTIONS ADDED. NOTES ALTERED. PN   103/59/1/2 JH   30.3.06 CHECKED       PWJ APPROVED    PWJ
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3. DRAWING UPDATED TO SHOW OAFD REQUIREMENTS. DRAWING TITLE WAS SCADA INSTALLATION. RTU, SD & UPS REPLACED BY DLAC. NOTES AND REFERENCE DRAWINGS UPDATED. PN OPEX 6568-1-6 P.JARVIS     30.3.17 CHECKED: P.TURRIN APPROVED:  D.GRCEV  
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