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QTY. ITEM DESCRIPTION PART NO.
2 1 SIGN DANGER-HIGH VOLT KEEP OUT 4942122-9
1 2 KIOSK ID PLATE 4942118301
1 3 MASS PLATE KK 1500kVA 4942261701

1 4 NAME PLATE 1500KVA 11/0.433KV DYN1 +5 TO -7.5 IN 2.5% 
STEPS 4943327401

1 5 TANK FINISH KPX 1500KVA 11/0.433KV DYN1 5505224201
3 6 EARTH BAR RM6 AUSGRID 6641897101
1 7 MAIN EARTH BAR 6641899401
1 8 INTERNAL ARC CABLE BOX 3 WAY LOW PROFILE 6667133301
1 9 AUSGRID IDI RM6 ASSEMBLY 6667191901
1 10 WA CABLE SUPPORT ASSY 6669300901
1 11 GMX TANK TOP GASKET 100 X 100 X 6 6671250301
1 12 GMX TANK TOP PLATE 100 X 100 6671250401
1 13 OIL BUND WA 6675359701
1 14 AUSGRID 2500A LV BOARD WITH T300 7284580101
1 15 2" 30kPA PRESSURE RELIEF DEVICE 313B-30
1 16 DATA PLATE: 12KV 16KA 630A 3SEC AAV38542_MIG
1 17 PRESSURE SWITCH DISPLAY AAV7454701_MIG26
1 18 AU-9-DL GNSS & LTE MIMO COMBO ANTENNA ANTENNAT300
2 19 WARNING LABEL - RM6 BAU1559301

1 20 FINAL ENCLOSURE ASSY. (4-15) WITH HV BAFFLE FOR LOW 
PROFILE IAC BOX BAU1717801B

3 21 INSERT 22KV,200A, ELASTIMOLD K1501-A1 BSH1664
3 22 BUSH WELL 33KV, 200 A, TO SUIT ELAST. K1501-A1 BSH2023
1 23 CABLE CLAMP  3 CABLES  X 1 CBLCLKS2536
1 24 RM6 EXTENDED HANDLE 700MM POSITION EAV1404701
1 25 OIL PRESENCE INDICATOR IND5026
2 26 LIGHT 4W LED DOUBLE INSULATED LHT2925

1445 27 OIL INHIBITED P/VATED OIL1277
1 28 BUSHING PAD RESIN 3000 AMP 383 PAD2700-3
1 29 FAULT PASSAGE INDICATOR SIGMA3-RM6
2 30 SWITCH DOOR P/BUTTON 250V .25A SWG1765
1 31 T/C ROTARY 33KV 60A 6POS AL CAP TCR060A6P3PHAL

 State:
9223553102 00 1/1

 Document Number:  Doc. Rev.  Sheet: 

 AUSGRID KK 1500kVA 11/0.433 DYN1 KIOSK ASSEMBLY

 Document Description:

 ISO 8015 gr  cm2  cm3
 0.027  ISO 2768cL mm
 Scale:  Technical Specification:  Units of measure :

00 28/09/21 RELEASED FOR MANUFACTURE JF HB AS
REV DATE DETAILS OF REVISION DRAWN CHKD APPR

SUMMARY OF MASS:-
TRANSFORMER TOTAL 4513 kg
ENCLOSURE 330 kg
BASE 285 kg
L.V. SWITCHGEAR 200 kg
H.V. SWITCHGEAR 350 kg
KIOSK FITTING (MISCELLANEOUS) 150 kg
KIOSK TOTAL 5828 kg

BATTERY 

GENERAL NOTES:
1 - ENCLOSURE DOORS (TOP) FITTED WITH SPRING LOADED TOWER BOLTS
2 - CHANNEL BASE FITTED WITH 32mm CONDUIT FROM END TO END
    1 EACH SIDE USED FOR ALL CONTROL WIRING

3 - ENCLOSURE FINISH - POWDER COATED RAINFOREST GREEN G15
5 - REFER TO 66403514 FOR HV PROTECTION WIRING DIAGRAM.

TX ACCESS DOOR

4x LIFTING POINTS

THREE POINT LATCHING
RH SIDE OF HV & LV END
PAD LOCKABLE

3mm THICK ALUM
ENCLOSURE

GENERATOR ACCESS COVER
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SCALE  0.050
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VT ADAPTER

EASERGY SC150 CT-CAPA

Easergy LV150

SEE DETAIL A
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SCALE  0.025
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DETAIL A (0.500)

DISCONNECT EARTH CABLES FROM
MEN TO EFFECT SEGREGATION

 The information is highly confidential and is the exclusive property of Schneider Electric
 copyright reserved.  This drawing must not be used for any purpose other than that expressly permitted
 in writing by the owners and must not be disclosed or reproduced in any way without permission from the 
 owners in writing.  This drawing must be returned to the owners when the purpose has ceased.
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