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The Schneider Electric brand and any trademarks of Schneider Electric SE and its subsidiaries 
referred to in this drawing are the property of Schneider Electric SE or its subsidiaries.
All other brands may be trademarks of their respective owners. This drawing and its content 
are protected under applicable copyright laws and furnished for informational use only.
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 AUSGRID ODH SWITCHING STATION GA

 Document Description:

 ISO 8015 gr  cm2  cm3
 1:25  ISO 2768 cL mm
 Scale:  Technical Specification:  Units of measure :

04 04/02/24
03 09/03/23
02 02/05/22
01 07/04/22
00 22/02/22

REV DATE

ESTIMATED WEIGHT in kg.
CULVERT 1500

TOTAL / TRANSPORT 2200

1 7 RM6 EXTENDED HANDLE 700MM POSITION
1 6 AU-9-DL GNSS & LTE MIMO COMBO ANTENNA
1 5 CONCRETE CULVERT ASSEMBLY
1 4 RM6 IDI/IBI
2 3 LIFTING DEVICE CONCRETE BASE SWL 4000KG
1 2 EARTH BAR ASSEMBLY
2 1 SIGN DANGER-HIGH VOLT KEEP OUT

QTY. ITEM DESCRIPTION

ENCLOSURE HIDDEN
FOR CLARITY

REMOVABLE 
S.S. PANELS

EARTHING
STUD

RTU BOX
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GENERAL NOTES:
1. ENCLOSURE MATERIAL: 2mm 304 STAINLESS STEEL
BASE MATERIAL: 4mm MILD STEEL

2. PAINT & FINISH:
  G15 RAIN FOREST GREEN TO AS 2700.
  BASE & RAISING PLINTH - HOT DIPPED GALVANISED
4. IP RATINGS: IP54 (NOT TYPE TESTED).
7. COMPONENTS NOT SHOWN IN CERTAIN VIEW FOR CLARITY.
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CONCRETE CULVERT 
LIFTING POINTS (X2)

MOUNTED INSIDE

ENCLOSURE ASSY 
LIFTING POINTS (X4)  3 
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REAR CABLE ENTRY

EARTHING 
STUD

AUSGRID 269249-1


