
SECTION2
252098 SCALE 1:20

CABLE
BLANKET

NOTES:

1. ALL TRAYS ABOVE JOINT AND WITHIN THE ZONE OF INFLUENCE TO BE PROVIDED WITH 20mm THICK PROMATECT-L BOARDS AS SHOWN
2. TRAY IMMEDIATELY BELOW JOINT TO BE PROVIDED WITH 20mm THICK PROMATECT-L BOARD (TOP ONLY) AS SHOWN
3. CABLE BLANKET PROTECTION ALSO APPLIES TO SECONDARY CABLES
4. NO CABLE BLANKETS TO BE PLACED AROUND CABLE JOINTS.
5. REFER TO 252098, 252099, 252101 AND 252111 FOR DETAILS
6. NOTIFY CABLE RATINGS SECTION THAT CABLES ARE COVERED - ENTRY INTO GIS IS REQUIRED.
7. FOR STANDARD DESIGN AND SAFETY NOTES REFER TO TRIM REFERENCE D20/295304
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PROMATECT-L BOARD
(TOP AND SIDES ONLY)

PROMATECT-L BOARD
(ALL ROUND)

PROMATECT-L BOARD
(BOTTOM AND SIDES ONLY)

ZONE OF
INFLUENCE

AT SECONDARY CABLES
INSTEAD OF USING
PROMATECT-L-BOARDS AS SHOWN,
OPTION IS TO WRAP CABLES WITHIN
ZONE 2 LOCATIONS ONLY.
(EXTEND EITHER SIDE OF
CABLE JOINT AS PER 252099)

ZONE OF
INFLUENCE

FOR PROMATECT-L BOARDS
AND FIXING DETAILS
REFER TO DRAWING No. 252111

WITHIN ZONE OF INFLUENCE
CABLES NEED PROTECTION

GREATER THAN 500

DOES NOT NEED PROTECTION

NON-MAGNETIC STAINLESS
STEEL BAND CLAMPS

DOES NOT NEED PROTECTION

AT UNISTRUT SUPPORT
BRACKET

UNISTRUT
POST

PRE-ASSEMBLY AND SCREW FIX
20mm PACKER BOARD AND 20mm COVER
BOARD WITH 6 GAUGE (GALV) SCREWS AT
200 MAX. CTS. (50 MIN FROM ENDS)

PROMATECT-L BOARDS
AT CABLE LADDER CHANNEL CANTILEVER

UNISTRUT SUPPORT BRACKET
AUSGRID STRUCTURAL ENGINEER SHALL BE CONSULTED TO ASSESS
IF ANY ADDITIONAL FIRE MITIGATION MEASURES ARE REQUIRED FOR
ANY CANTILEVER UNISTRUT BRACKET AND/OR UNISTRUT SUPPORT

POST WITHIN THE 'ZONE OF INFLUENCE' OF THE CABLE JOINT.

SECTIONELEVATION

75 MIN
TYP.

ROUTE BOARD AS REQUIRED
TO PROVIDE CLEARANCE
FOR UNISTRUT BRACKET

= =

EXTEND THIS BOARD TO THE
START OF THE CABLE TRAY
SUPPORT BRACKET

40 x 40 x 3 PL GALV. WASHER AND
UNISTRUT. USE M10 STUD NUT
(UNISTRUT PART P2380M10-4)
OR SIMILAR AT 300 MAX CTS.
(100 MIN FROM ENDS)
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